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A determination of a minimum data transfer rate needed to
effectively perform a data transfer activity is provided. If the
minimum data transfer rate needed to effectively perform the
activity is greater than the amount of bandwidth available
according to an associated subscription tier, a notification
may be provided to a subscriber that a bandwidth adjustment
is available and may be desirable for a better quality experi-
ence of the data transfer activity. The notification may be in
the form of a text message, an email, a pop-up window, or a
user interface control, and may include a selectable function-
ality, which when selected, may send a request to adjust the
amount of bandwidth available to the subscriber.

18 Claims, 8 Drawing Sheets

oN

PROVIDE A NOTITICATION TO_ [ ™
SUBSCRIBER WITH AVAILABLE
BANIWIDTH INCREASE




US 9,325,597 B1
Page 2

(56) References Cited
U.S. PATENT DOCUMENTS

2008/0101229 Al* 5/2008 Meleis ..o HO4L 43/16
370/233

2010/0299236 Al  11/2010 Cassell et al.

2012/0257503 Al* 10/2012 Vrbaski ............ HO04W 28/0205
370/235

2013/0046665 Al 2/2013 Zabawskyj et al.

82013 Kotecha .................. HO4L 43/16
370/235

2013/0223222 Al*

OTHER PUBLICATIONS
Co-pending U.S. Appl. No. 13/681,389, filed Nov. 19, 2012.
U.S. Office Action dated Feb. 12,2015 inU.S. Appl. No. 13/681,389,
24 pgs.

* cited by examiner



US 9,325,597 Bl

Sheet 1 of 8

Apr. 26,2016

U.S. Patent

11

00T K

011

A

Z0T «
F0IAIA AVMELYD
7OT
HMHOMLIN
5T
05T » ITNACIN HIDYNVYIN
aN3 aviaH H1AIMANYe
ozt «
WHOMLAN d4Svd-d! D
ZoT
WILSAS ONITTIE




US 9,325,597 B1

Sheet 2 of 8

Apr. 26,2016

U.S. Patent

~
80T

¢ 9l

syuByl ON

Aept
S4N0Y 7T
sinoy g (uiw g xoxdde) sdqi G9/00¢ [ ]
@:o; v (uiw  "xoidde) sdq 59/05T ||
oy ¢
oyt (uw 6 xosdde) sdaw ce/G2 [ ]
o) = L €1 o) s 5c/05 79
YAYA L/xoo.mw Is/\”commgsu 109198 OT¢ Ix/xﬁ@@gm 109(0S
(0] %4 80¢C 90¢
~V SBUIPLROJUMOP IS1S.) JO) YIPIMPUR] JNOA 9SBa10U] 0] 3YI| NOA PINOM
¥02T ~SINuI Gy A|o1ewixoldde SI IAOW SIUY 10§ SLUIL PROJUMOD S|
a\[am
zoz m\w

Y \adisaia 3k
vic

411S JIAOW 3NIINO

AN
Sl

ﬂ:m,.cos_ 5109 anbvay ayyt

/NG MONSAYOTINMOTAOIA MMM/ /213y

8T¢c



US 9,325,597 B1

Sheet 3 of 8

Apr. 26,2016

U.S. Patent

90¢€

91¢
120
91¢

D) ) ) )
[ [/ ] (

coe

™~
OTT

2

\\

UL €1 Ul SIAOW JNOA
PECIUMOP R LIpIMpUE(
INOA aseasou

0} 8peibdn, Aiday
‘U Gy Alsjelixcidde
$1 SINOW INOA

10} 8L} PEOJUMOP B |

H3AINOHd 301AE3S )

@ </

€ old

[~
801

N
8/

CBugmGamag

SR 0 aefivEy WL S50
o
% % . \M 3
wokosy s, o . 0
Pic

315 AOW INEING

SR AAONSOVIYRIAACTIRATIN MAnass 0




US 9,325,597 B1

Sheet 4 of 8

Apr. 26,2016

U.S. Patent

~
80T

¥ "Old

00Z$  (unw ) peodn sdaw go :wnuneid (¢)
05°T$ (uw Z) peojdn sdan ge :p109 )
_ ~00T$  ~_(uw ) peoidn sdai sz ueas ()

eordn T TC ?”umoam peojdn Aw 3se2.i0U|
g a0¢c 0

414

N

pasds Jusuns 12 peoidn O

‘ujw T :paads peojdn Juaung e awi pecidn ayewixoiddy

(S
e
Wi
Ak
bl | e
AU 007l 3R

gic
M‘.Q.?\._.Zm_ INAOVNVIN OLOHd INIINO

_ Juwlod auisojadeloisoroyd-mmmy /idiy




U.S. Patent Apr. 26,2016 Sheet 5 of 8 US 9,325,597 B1

500 \

504
MONITOR BANDWIDTH (S

UTILIZATION

BANDWIDTH
UTILIZATION THRESHOLD
EXCEEDED?

YES

ADDITIONAL BANDWIDTH
CAPACITY AVAILABLE?

N
0 YES
4
510
NO PROVIDE A NOTIFICATION TO |

SUBSCRIBER WITH AVAILABLE
BANDWIDTH INCREASE
OPTIONS

595

END

) 4

FIG. 5



U.S. Patent

Apr. 26,2016 Sheet 6 of 8 US 9,325,597 B1
COMPUTING DEVICE
600
MEMORY
602
BIOS OPERATING APPLICATION UTILITY
P SYSTEM PROGRAMS PROGRAMS
— 620 622 624

»
()]

<<

>

i I i i i
SECONDARY
PROCESSING STORAGE INPUT DEVICE VIDEO
SYSTEM INTERFACE
o DEVICE 610 ik
604 508 612
' 1
NETWORK
INTERFACE DISPLAY UNIT
CARD o
806 —

FIG.6




US 9,325,597 B1

Sheet 7 of 8

Apr. 26,2016

U.S. Patent

V. .G_H_pw 812

( B A
d/. "9Old ( 1)
- Sdd¥ OACIA/YHIAYD »
092 SddV NOILYYITIOOV gte
Y3AIZ034 SdY Sdd¥ NOLLYDIAYN «
SddV ONISMOYE LINYILNI « -
SINYD « L R
sl SddV oz_wmmwwﬁa:ﬂ«w_ N x J
¥ /4 ™
H3LINOUITIO0V Sddv INOHd TTGOW =
SNOILYOIddY
JOVHOLS VIVA «
057 ONININVYDON FOIAIQ «
SNOILLONNA W3LSAS ONILYHIO »
olavy 5T AHOWIN
L g0z
ovzZ
H0SSIO0Nd
\. ) W
GeL _ f@ s U il

[

3

N
\\ N

v

004



US 9,325,597 B1

Sheet 8 of 8

Apr. 26,2016

U.S. Patent

8 Ol

8TT (3AIS INAMD) X049 401 138

T0HINQO 310N -
SOIHAVYHD -

HINNL -
d05S3004d -
AJOWAN -
40SS300Yd O3AIA -
0/1-

S0 V™

00| ZE]

IHYMITAAIN S

NOILVOIMddY IN3TD

L CC8
L VZ8

L SGC8

vES

dn
Viv g18

MHOMLAN

OdH

008

oGt

NMOQ
agA

rs
JHVYMITAAIN

o8
43ING3S
NOILYO1ddY

~ (30IS HIAYIS) NI avaH

3SVAVLYA NOLLYWHOANI HINOLSND -
INALSAS NOILVOLLNIHLNY - ﬁmwm
INILSAS VNG -)(wwm
W3LSAS ONITIIE -\ "2 7

098 S30IAY3IS Viva

088
W3L1SAS
SIDIAYAS FIM

INAINOD -
S1HOdS -
HIHLYIM -
SMIN -

9178 SIOINHIS ALdVd AYIHL




US 9,325,597 B1

1
BANDWIDTH UPGRADE
RECOMMENDATION

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is related to U.S. patent application, Ser.
No. 13/681,3809, titled “Bandwidth Upgrade Override,” filed
on Nov. 19, 2012, the entirety of which is incorporated by
reference herein.

BACKGROUND

Access to a computer network system, such as the Internet,
may be provided by Internet service providers (ISPs) to sub-
scribers. Internet access may be provided to subscribers via
different technologies (e.g., cable television (CATV), inte-
grated services digital network (ISDN), digital subscriber line
(DSL), etc.) at various data transfer rates according to various
subscription tiers. A bandwidth amount or a data transfer rate
associated with a subscription tier may be one determinant of
subscription price such that a subscription tier with a higher
amount of bandwidth or a higher data transfer rate may cost
more than a subscription tier with a lesser amount of available
bandwidth or a lower data transfer rate. For example, a sub-
scriber who tends to be a light user and uses his Internet
service for less bandwidth-intensive activities (e.g., checking
emails, skimming news headlines, etc.) may choose a sub-
scription tier with a lesser data transfer rate or bandwidth
amount so as to not pay for capacity or speed that he may not
be using. Alternatively, a subscriber who tends to be a heavier
user and uses his Internet service for more bandwidth-inten-
sive tasks (e.g., online gaming, video voice over Internet
protocol (VoIP), etc.) may choose a subscription tier with a
higher data transfer rate or bandwidth amount so as to not
experience latency.

In many situations, a subscriber’s bandwidth usage may
elevate to a level higher than typical usage behavior. For
example, the subscriber may select to perform a bandwidth-
intensive task (e.g., online gaming, streaming content). If the
bandwidth utilization exceeds a predetermined threshold, a
data transfer rate may be perceived as slow, and may cause
user frustration. Additionally, some subscribers may be
unaware of what activities may be bandwidth-intensive.
While the transfer speed offered with his current subscription
tier may be adequate for the user’s normal use, a higher
performance speed may be desirable for a higher quality
experience for the bandwidth-intensive task.

It is with respect to these and other considerations that the
present invention has been made.

SUMMARY

Embodiments of the present invention provide a recom-
mendation notification to a subscriber to increase an amount
of bandwidth available to the subscriber’s network service
account. Utilization of bandwidth may be monitored. When
the utilization of bandwidth exceeds a predetermined thresh-
old, a subscriber’s data transfer rate may be perceived as slow
or incapable of handing the data being transferred. A recom-
mendation may be provided to notify the subscriber of tem-
porary bandwidth upgrade options. The recommendation
may be in the form of a text message, an email, a pop-up
window, a selectable user interface control, or other notifica-
tion method.

The details of one or more embodiments are set forth in the
accompanying drawings and description below. Other fea-
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2

tures and advantages will be apparent from a reading of the
following detailed description and a review of the associated
drawings. It is to be understood that the following detailed
description is explanatory only and is not restrictive of the
invention as claimed.

BRIEF DESCRIPTION OF THE DRAWINGS

Referring now to the drawings in which like reference
numbers represent corresponding parts throughout:

FIG. 1 is a diagram of an exemplary system for providing
additional bandwidth according to an embodiment;

FIG. 2 is an illustration of an example of an additional
bandwidth recommendation notification displayed on an end-
point device;

FIG. 3 is an illustration of an example of an additional
bandwidth recommendation notification sent as a text mes-
sage to a mobile communication device;

FIG. 4 is an illustration of an example of an additional
bandwidth recommendation notification provided via a third
party application;

FIG. 5 is a flow chart of a method for providing an addi-
tional bandwidth recommendation notification according to
an embodiment;

FIG. 6 is a block diagram illustrating example physical
components of a computing device with which embodiments
may be practiced;

FIGS. 7A-7B illustrate a suitable mobile computing envi-
ronment with which embodiments may be practiced; and

FIG. 8 is a simplified block diagram illustrating a cable
television services system architecture providing an operat-
ing environment according to an embodiment.

DETAILED DESCRIPTION

Embodiments may provide for determining a minimum
data transfer rate needed to effectively perform a data transfer
activity. If the minimum data transfer rate needed to effec-
tively perform the activity is greater than the amount of band-
width available according to an associated subscription tier, a
notification may be provided to a subscriber that a bandwidth
adjustment is available and may be desirable for a better
quality experience of the data transfer activity. The notifica-
tion may include a selectable functionality, which when
selected, may send a request to adjust the amount of band-
width available to the subscriber.

These embodiments may be combined, other embodiments
may be utilized, and structural changes may be made without
departing from the spirit or scope of the present invention.
The following detailed description is therefore not to be taken
in a limiting sense, and the scope of the present invention is
defined by the appended claims and their equivalents. Refer-
ring now to the drawings, in which like numerals refer to like
elements throughout the several figures, embodiments of the
present invention and an exemplary operating environment
will be described.

FIG. 1 is a simplified block diagram illustrating a system
100 for providing adjustable bandwidth. As illustrated in FIG.
1, a variety of endpoint devices 108, 110, 112, 114, 116, 118
may connect via various types of network architectures 104
(e.g., hybrid fiber coax (HFC), digital subscriber line (DSL),
mobile network, etc.) to access an [P-based network 120 such
the Internet. Endpoint devices may include, but are not lim-
ited to, a computing device 108, a mobile communication
device 110, a voice over Internet protocol (VoIP) phone 112,
a tablet computing device 114, an Internet television 116, or
atelevision connected to a networked device, such as a set top
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box (STB) 118. The system 100 may include a gateway
device 102 (e.g., modem) for connecting one or more end-
point devices 108, 110, 112, 114, 116, 118 to a network
104,120. A variety of services may be provided through a
network 104,120 including, for example, traditional digital
and analog video programming, telephone services, high
speed Internet access, video-on-demand, and information
services. Services may be provided or distributed by a service
provider head end 150. For example, the head end 150 may
include an Internet service provider (ISP), CATV services
provider, cellular services provider, etc. operable to data (e.g.,
video programming, telephone services, multimedia mes-
sages, Internet data, etc.) downstream to an endpoint device
and receive data upstream from an access device or gateway
device 102.

According to embodiments, the system 100 may include a
bandwidth manager module 175 operable to adjust an amount
of bandwidth available to a subscriber network access con-
nection. The available bandwidth may be adjusted via various
methods that may alter an upper boundary of a data transfer
rate for an access connection. An altering of the upper bound-
ary of the data transfer rate may be an override sent to a
gateway device 102. According to an embodiment, the band-
width manger module 104 may be further operable to deter-
mine if a bandwidth increase may be advantageous for a data
transfer activity and accordingly provide a notification to a
subscriber of a recommendation to adjust the bandwidth asso-
ciated with a subscription. The bandwidth increase may be a
temporary adjustment, for example, an increased bandwidth
for an allotted amount of time to perform a bandwidth-inten-
sive activity. The bandwidth manager module 175 may be
located at a service provider head end 150, or may be located
remotely and accessed by the head end 150 via a network,
such as IP-based network 120.

A subscriber may be charged a fee for a bandwidth
increase. According to an embodiment, a bandwidth increase
fee may be calculated according to an amount of additional
bandwidth and a time duration of the additional bandwidth.
When a request to increase a data transfer rate is sent to a
gateway device 102, a notification of the bandwidth increase
may be provided to a billing system 162 associated with the
service subscription such that a subscriber’s account may be
charged for the service upgrade.

According to one embodiment, bandwidth adjustment may
be provided for a selected time period. For example, a sub-
scriber may select to increase his bandwidth to a next avail-
able service tier for one hour, two hours, one day, one week,
etc. Accordingly, the billing system 162 may receive a noti-
fication of the bandwidth increase for the selected time period
and may apply a fee to an associated subscriber for the
selected additional bandwidth amount and for the selected
time period. According to another embodiment, a subscrib-
er’s subscription may remain at an increased bandwidth tier
until the subscriber selects to readjust or decrease his avail-
able bandwidth. Accordingly, the subscriber may be charged
an amount according to his subscription tier and may be
charged an additional amount for the time period of the
increased bandwidth. For example, if a user selects to
increase his bandwidth halfway through a billing cycle and
does not readjust his bandwidth amount until the end of the
billing cycle, the subscriber may be billed at a first rate for the
first half of the billing cycle and may be billed at a second
higher rate for the second half of the billing cycle.

As described briefly above, embodiments may provide for
determining a minimum data transfer rate needed to effec-
tively perform a data transfer activity and providing a notifi-
cation to a subscriber if the minimum data transfer rate
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4

needed to effectively perform the activity exceeds the amount
of bandwidth available according to an associated subscrip-
tion tier. According to one embodiment, data usage and band-
width percentage may be calculated and monitored. Monitor-
ing bandwidth usage may include determining an elevated
level of bandwidth usage. For example, if a subscriber has a
subscription with 3 Mbps of bandwidth and has selected to
upload 100 photographs to an online photo sharing website,
the percentage of bandwidth being used to perform the upload
may be calculated. If a task (e.g., the upload of photographs)
is consuming a predetermined percentage of bandwidth
capacity (e.g., exceeding a bandwidth utilization threshold), a
notification may be provided.

According to another embodiment, a roundtrip method
may be utilized to determine a potential need for additional
bandwidth. For example, if a time it takes a given network
pack to travel form its source to its destination (e.g., endpoint
device 108, 110, 112, 114, 116, 118 or gateway device 102)
and back exceeds a predetermined threshold, a notification
may be provided.

According to another embodiment, a subscriber’s profile
may be monitored for usage patterns. For example, a sub-
scriber’s usage pattern may indicate that a large amount of
bandwidth is utilized during the times of 5:00 PM to 9:00 PM.
Accordingly, upon detection of a peak bandwidth usage time,
a notification may be provided.

According to another embodiment, data packet types may
be inspected. For example, data packets may be analyzed for
certain types of data, such as movies, games, etc. If a detec-
tion is made of a transfer of certain types of data packets that
may be determined as bandwidth-intensive, a notification
may be provided.

According to embodiments, various types of notifications
may be provided. For example, a notification of a recommen-
dation for a bandwidth increase may be provided as a text
message, an email message, a pop-up window, or a selectable
functionality control displayed in a user interface, in an appli-
cation window, or on a web page.

Referring to FIG. 2, an example of a notification 202 is
illustrated. According to the example illustrated in FIG. 2, a
subscriber may access a website 218, for example, a website
offering movie downloads, and may select content, such as a
movie 214 to download. Bandwidth monitoring may be per-
formed, wherein a percentage of usage of available band-
width associated with a communication path to a network
access device or gateway device 102 or a rate of data transfer
may be calculated. According to one embodiment, bandwidth
monitoring may be performed by the bandwidth manager
module 175. According to another embodiment, bandwidth
monitoring may be performed by an application on the net-
work access device or gateway device 102. According to yet
another embodiment, bandwidth monitoring may be per-
formed by a remote application and communicated to a gate-
way device 102, a head end 150, a bandwidth manager mod-
ule 175 or to a third party application, for example, a third
party application associated with the website offering movie
downloads. According to a determined available bandwidth
amount and/or a data transfer rate, an estimated data transfer
time 216 may be calculated. A determination may be made to
determine if additional bandwidth may be available to a sub-
scriber such that the data transfer rate may be increased.

If a percentage utilization of available bandwidth exceeds
a predetermined threshold, if a percentage of data allowance
is exceeded, or if a rate of data transfer is below a predeter-
mined threshold and if additional bandwidth or a higher data
transfer rate is available, as illustrated in FIG. 2, a notification
202 may be presented. The notification 202 may be provided
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by the service provider (head end 150 or bandwidth manager
module 175), the gateway device 102, or by a third party
application. In this example, the notification 202 may be
presented in the form of a pop-up window 204 and may
include an estimated data transfer time 216. The notification
202 may include an interface for allowing a subscriber to
select and purchase additional bandwidth for an increased
data transfer rate. For example, the notification 202 may
provide one or more data transfer rate options 206. Each data
transfer rate option 206 may be associated with a service tier.
A transfer rate selection 206 data transfer rate option may
include an estimated data transfer time 216. The notification
202 may also include a selectable duration 208 for the
increased bandwidth adjustment. For example, the subscriber
may select a number of hours, days, weeks, or for a permanent
bandwidth increase. An associated fee 210 may be provided,
as well as a selectable user interface element 212 for com-
pleting the request for increased bandwidth.

Referring now to FIG. 3, a notification 202 in the form of a
text message 304 sent to a mobile communication device 110
is illustrated. Like in the example described in FIG. 2, band-
width monitoring may be performed and a determination of
availability of additional bandwidth may be made. As illus-
trated, progress of a data transfer activity may be displayed,
for example, via a progress bar 302 and/or as a percent
completion of the data transfer activity. According to embodi-
ments, if a percentage utilization of available bandwidth
exceeds a predetermined threshold or if a rate of data transfer
is below a predetermined threshold and if additional band-
width or a higher data transfer rate is available, as illustrated
in FIG. 3, a notification 202 in the form of a text message 304
may be presented. For example the text message 304 notifi-
cation 202 may be sent to a mobile communication device
110 associated with a subscriber requesting the data transfer
activity. The text message 304 notification 202 may include
an estimated data transfer time 216 and an option 306 for
requesting increased bandwidth. For example, a reply to the
text message may send a request to the bandwidth manager
module 175 to increase the subscriber’s bandwidth amount.

As illustrated in FIG. 4, a notification 202 may be provided
via a third party application. For example, a subscriber may
utilize a third party application (e.g., online photo manage-
ment application 412) for storing photographs on a remote
server. The third party application may communicate with the
subscriber’s service provider’s head end 150 and/or band-
width manager module 175 to determine bandwidth usage,
capacity, and availability. The third party application may
also communicate with the subscriber’s service provider’s
head end 150 and/or bandwidth manager module 175 to pro-
vide various selectable bandwidth increase options 206 and
fees 210 associated with the various options 206. The band-
width increase options 206 may or may not include selectable
time durations of bandwidth increase. The notification 202
may include a selectable user interface element 212 for
requesting a selected bandwidth increase option 206.

Having described a system architecture 100 and various
examples of bandwidth increase notifications, FIG. 5 is a flow
chart of a method 500 for providing a recommendation to
increase bandwidth. The method 500 starts at OPERATION
502 and proceeds to OPERATION 504 where bandwidth
utilization may be monitored. According to one embodiment,
a subscriber’s bandwidth usage levels may be monitored and
tracked, for example, to generate a subscriber usage profile.
According to another embodiment, a time taken by a data
packet to transverse a path from a source to its destination and
back may be measured. According to another embodiment,
data packets may be inspected for types of data packets that
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may require more bandwidth than other types, for example, a
transfer of video data packets.

At DECISION OPERATION 506, a determination may be
made to determine if additional bandwidth may be useful for
performing a data transfer activity. For example, a data trans-
fer activity may include transmitting a digital bit stream of
data (e.g., web pages, text, images, video, audio, applications,
compressed files, etc.) over a point-to-point or a multipoint
communication channel. According to one embodiment, if
performing a data transfer activity causes a predetermined
bandwidth utilization threshold to be exceeded, a determina-
tion may be made that additional bandwidth may be useful for
performing the data transfer activity. The bandwidth utiliza-
tion threshold may be assessed according to a bandwidth
amount allowed to a subscriber’s account per his service tier
and a percentage usage of the bandwidth amount for provid-
ing a minimal latency transfer rate of data. For example if a
subscriber’s usage of bandwidth elevates to a high level, his
Internet speed or data transfer rate may be perceived as slow
or incapable of handling the data being read. According to
another embodiment, a determination may be made that addi-
tional bandwidth may be useful for performing a data transfer
activity according to the data transfer activity or during a
certain time period according to a subscriber’s usage profile.

If a determination is made at DECISION OPERATION
506 that additional bandwidth may be useful for performing a
data transfer activity, the method 500 proceeds to DECISION
OPERATION 508 to determine if additional bandwidth
capacity if available for utilization by the subscriber. For
example, if a service provider provides three tiers of broad-
band service, wherein a first tier may provide a data transfer
rate of 375 Kbps, a second tier may provide a data transfer rate
0f'3.75 Mbps, and a third tier may provide a data transfer rate
of' 12.5 Mbps, and a subscriber is subscribed to the third tier
with a data transfer rate of 12.5 Mbps, additional bandwidth
may not be available. However, if a subscriber subscribes to
the first service tier, additional bandwidth may be available to
increase his bandwidth capacity to the next available service
tier (e.g., data transfer rate of3.75 Mbps). Additionally, band-
width may be shared with other subscribers. If a data transfer
activity is occurring during a peak usage time, additional
bandwidth may not be available to allocate to a subscriber.

If additional bandwidth is available, the method 500 may
proceed to OPERATION 510 where a notification 202 may be
provided to the subscriber as a recommendation to upgrade
his data transfer rate. As described above, a notification 202
may be provided in various forms and may include various
service options (e.g., available data transfer rates 206 and/or
available upgrade durations 208) and/or a selectable user
interface element 212 for selecting to increase bandwidth. A
billing system 162 may be queried for a subscriber’s contact
information (e.g., phone numbers, email addresses, etc.) and
his subscription information (e.g., subscription tier). The
method 500 may end at OPERATION 595 or may proceed to
a method for receiving a request to increase a subscriber’s
bandwidth amount.

FIG. 6 is a block diagram illustrating example physical
components of a computing device 600 with which embodi-
ments may be practiced. In some embodiments, one or a
combination of the components the bandwidth manager mod-
ule 175 may be implemented using one or more computing
devices like the computing device 600. It should be appreci-
ated that in other embodiments, the bandwidth manager mod-
ule 175 may be implemented using computing devices having
hardware components other than those illustrated in the
example of FIG. 6.
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Computing devices may be implemented in different ways
in different embodiments. For instance, in the example of
FIG. 6, the computing device includes a processing system
604, memory 602, a network interface 606, a secondary stor-
age device 608, an input device 610, a video interface 612, a
display unit 614, and a communication medium 616. In other
embodiments, the computing device 600 may be imple-
mented using more or fewer hardware components (e.g., a
video interface, a display unit, or an input device) or in com-
bination with other types of computer systems and program
modules.

The memory 602 includes one or more computer-readable
storage media capable of storing data and/or computer-ex-
ecutable instructions. According to one embodiment, band-
width manager module 175 may be stored locally on comput-
ing device 600. Memory 602 thus may store the computer-
executable instructions that, when executed by processor 604,
cause a determination of a need for additional bandwidth
and/or a request for additional bandwidth as described above
with reference to FIGS. 1-5.

In various embodiments, the memory 602 is implemented
in various ways. For example, the memory 602 can be imple-
mented as various types of computer-readable storage media.
Example types of computer-readable storage media include,
but are not limited to, solid state memory, flash memory,
dynamic random access memory (DRAM), double data rate
synchronous dynamic random access memory (DDR
SDRAM), DDR2 SDRAM, DDR3 SDRAM, read-only
memory (ROM), reduced latency DRAM, electrically-eras-
able programmable ROM (EEPROM), and other types of
devices and/or articles of manufacture that store data.

According to embodiments, the term computer-readable
media includes communication media and computer-read-
able storage media. Communication media include informa-
tion delivery media. Computer-executable instructions, data
structures, program modules, or other data in a modulated
data signal, such as a carrier wave or other transport mecha-
nism, may be embodied on a communications medium. The
term modulated data signal describes a signal that has one or
more characteristics set or changed in such a manner as to
encode information in the signal. For example, communica-
tion media can include wired media, such as a wired network
or direct-wired connection, and wireless media, such as
acoustic, radio frequency (RF), infrared, and other wireless
media.

The term computer-readable storage medium may also
refer to devices or articles of manufacture that store data
and/or computer-executable instructions readable by a com-
puting device. The term computer-readable storage media
encompasses volatile and nonvolatile, removable and non-
removable media implemented in various methods or tech-
nologies for storage and retrieval of information. Such infor-
mation can include data structures, program modules,
computer-executable instructions, or other data.

The processing system 604 includes one or more process-
ing units, which may include tangible integrated circuits that
selectively execute computer-executable instructions. In vari-
ous embodiments, the processing units in the processing sys-
tem 604 are implemented in various ways. For example, the
processing units in the processing system 604 can be imple-
mented as one or more processing cores. In this example, the
processing system 604 can comprise one or more Intel Core
microprocessors. In another example, the processing system
604 can comprise one or more separate microprocessors. In
yet another example embodiment, the processing system 604
can comprise Application-Specific Integrated Circuits
(ASICs) that provide specific functionality. In yet another
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example, the processing system 604 provides specific func-
tionality by using an ASIC and by executing computer-ex-
ecutable instructions.

The computing device 600 may be enabled to send data to
and receive data from a communication network via a net-
work interface card 606. In different embodiments, the net-
work interface card 606 is implemented in different ways,
such as an Ethernet interface, a token-ring network interface,
a fiber optic network interface, a wireless network interface
(e.g., Wi-Fi, Wi-Max, etc.), or another type of network inter-
face. The network interface may allow the device to commu-
nicate with other devices, such as over a wireless network in
a distributed computing environment, a satellite link, a cellu-
lar link, and comparable mechanisms. Other devices may
include computer device(s) that execute communication
applications, storage servers, and comparable devices.

The secondary storage device 608 includes one or more
computer-readable storage media, and may store data and
computer-executable instructions not directly accessible by
the processing system 604. That is, the processing system 604
performs an 1/O operation to retrieve data and/or computer-
executable instructions from the secondary storage device
608. In various embodiments, the secondary storage device
608 can be implemented as various types of computer-read-
able storage media, such as by one or more magnetic disks,
magnetic tape drives, CD-ROM discs, DVD-ROM discs,
BLU-RAY discs, solid state memory devices, and/or other
types of computer-readable storage media.

The input device 610 enables the computing device 600 to
receive input from a user. Example types of input devices
include, but are not limited to, keyboards, mice, trackballs,
stylus input devices, key pads, microphones, joysticks, touch-
sensitive display screens, and other types of devices that
provide user input to the computing device 600.

The video interface 612 outputs video information to the
display unit 614. In different embodiments, the video inter-
face 612 is implemented in different ways. For example, the
video interface 612 is a video expansion card. In another
example, the video interface 612 is integrated into a mother-
board of the computing device 600. In various embodiments,
the display unit 614 can be a an LCD display panel, a touch-
sensitive display panel, an LED screen, a projector, a cathode-
ray tube display, or another type of display unit. In various
embodiments, the video interface 612 communicates with the
display unit 614 in various ways. For example, the video
interface 612 can communicate with the display unit 614 via
a Universal Serial Bus (USB) connector, a VGA connector, a
digital visual interface (DVI) connector, an S-Video connec-
tor, a High-Definition Multimedia Interface (HDMI) inter-
face, a DisplayPort connector, or another type of connection.

The communications medium 616 facilitates communica-
tion among the hardware components of the computing
device 600. In different embodiments, the communications
medium 616 facilitates communication among different com-
ponents of the computing device 600. For instance, in the
example of FIG. 6, the communications medium 616 facili-
tates communication among the memory 602, the processing
system 604, the network interface card 606, the secondary
storage device 608, the input device 610, and the video inter-
face 612. In different embodiments, the communications
medium 616 is implemented in different ways, such as a PCI
bus, a PCI Express bus, an accelerated graphics port (AGP)
bus, an Infiniband interconnect, a serial Advanced Technol-
ogy Attachment (ATA) interconnect, a parallel ATA intercon-
nect, a Fiber Channel interconnect, a USB bus, a Small Com-
puting system Interface (SCSI) interface, or another type of
communications medium.
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The memory 602 stores various types of data and/or soft-
ware instructions. For instance, in the example of FIG. 6, the
memory 602 stores a Basic Input/Output System (BIOS) 618,
and an operating system 620. The BIOS 618 includes a set of
software instructions that, when executed by the processing
system 604, cause the computing device 600 to boot up. The
operating system 620 includes a set of software instructions
that, when executed by the processing system 604, cause the
computing device 600 to provide an operating system that
coordinates the activities and sharing of resources of the
computing device 600. The memory 602 also stores one or
more application programs 622 that, when executed by the
processing system 604, cause the computing device 600 to
provide applications to users, for example, the bandwidth
manager module 175. The memory 602 also stores one or
more utility programs 624 that, when executed by the pro-
cessing system 604, cause the computing device 600 to pro-
vide utilities to other software programs. Embodiments of the
present invention may be utilized in various distributed com-
puting environments where tasks are performed by remote
processing devices that are linked through a communications
network in a distributed computing environment.

FIGS. 7A-7B illustrate a suitable mobile computing envi-
ronment, for example, a mobile computing device 700, a
smart phone, a tablet personal computer, a laptop computer,
and the like, with which embodiments may be practiced. The
mobile computing device 700 is illustrative of any suitable
device operative to send, receive and process wireless com-
munications according to embodiments of the present inven-
tion. A display screen 705 is operative for displaying a variety
of information such as information about incoming and out-
going communications, as well as, a variety of data and dis-
playable objects, for example, text, alphanumeric data, pho-
tographs, and the like.

Data inputto the device 700 may be performed via a variety
of suitable means, such as, touch screen input via the display
screen 705, keyboard or keypad input via a data entry area
710, key input via one or more selectable buttons or controls
715, voice input via a microphone 718 disposed on the device
700, photographic input via a camera 725 functionality asso-
ciated with the mobile computing device, or any other suit-
able input means. Data may be output via the device 700 via
any suitable output means, including but not limited to, dis-
play on the display screen 705, audible output via an associ-
ated speaker 730 or connected earphone system, vibration
module for providing tactile output, and the like.

Referring now to FIG. 7B, operational unit 735 is illustra-
tive of internal operating functionality of the mobile comput-
ing device 700. A processor 740 is illustrative of a general
purpose computer processor for processing incoming and
outgoing data and communications and controlling operation
of the device and associated software applications via a
mobile computing device operating system. Memory 745
may be utilized for storing a device operating system, device
programming, one or more stored applications, for example,
mobile telephone applications, data processing applications,
calculators, games, Internet browsing applications, naviga-
tion applications, acceleration applications, camera and/or
video applications, etc. According to one embodiment, one or
more components of the bandwidth manager module 175
may be stored locally on mobile computing device 700.

Mobile computing device 700 may contain an accelerom-
eter 755 for detecting acceleration, and can be used to sense
orientation, vibration, and/or shock. Mobile computing
device 700 may contain a global positioning system (GPS)
system (e.g., GPS send/receive functionality) 760. A GPS
system 760 uses radio waves to communicate with satellites
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orbiting the Earth. Some GPS-enabled mobile computing
devices use wireless-assisted GPS to determine a user’s loca-
tion, wherein the device uses orbiting GPS satellites in con-
junction with information about the device’s mobile phone
signal. Radio functions 750 include all required functionality,
including onboard antennae, for allowing the device 700 to
communicate with other communication devices and systems
via a wireless network. Radio functions 750 may be utilized
to communicate with a wireless or WIFI-based positioning
system to determine a device’s 700 location.

FIG. 8 is a simplified block diagram illustrating a cable
television services system 800 (hereafter referred to as
“CATV”) architecture providing an operating environment
according to an embodiment. As can be appreciated, a CATV
architecture is but one of various types of systems that may be
utilized to provide additional bandwidth. Referring now to
FIG. 8, digital and analog video programming, information
content and interactive television services are provided via a
hybrid fiber coax (HFC) network 815 to a television set 116
for consumption by a cable television/services system cus-
tomer. As is known to those skilled in the art, HFC networks
815 combine both optical fiber and coaxial cable lines. Typi-
cally, optical fiber runs from the cable head end 150 to neigh-
borhoods of subscribers. Coaxial cable runs from the optical
fiber feeders to each customer or subscriber. The functionality
ofthe HFC network 815 allows for efficient bidirectional data
flow between the client-side set-top box 118 and a server-side
application server 840.

The CATV system 800 is in the form of a distributed
client-server computing system for providing video and data
flow across the HFC network 815 between server-side ser-
vices providers (e.g., cable television/services providers) via
a server-side head end 150 and a client-side customer via a
client-side set-top box (STB) 118 functionally connected to a
customer receiving device, such as the television set 116. As
is understood by those skilled in the art, modern CATV sys-
tems 800 may provide a variety of services across the HFC
network 115 including traditional digital and analog video
programming, telephone services, high speed Internet access,
video-on-demand, and information services.

On the client side of the CATV system 800, digital and
analog video programming and digital and analog data are
provided to the customer television set 116 via the set-top box
(STB) 118. Interactive television services that allow a cus-
tomer to input data to the CATV system 800 likewise are
provided by the STB 118. As illustrated in FIG. 8, the STB
118 is a multipurpose computing device having a computer
processor, memory, and an input/output mechanism. The
input/output mechanism receives input from server-side pro-
cesses viathe HFC network 815 and from customers via input
devices such as the remote control device 828, keyboard 830,
or other computing device, such as a tablet/slate computer
114, smart phone 110, etc. The remote control device 828 and
the keyboard 830 may communicate with the STB 118 via a
suitable communication transport such as the infrared con-
nection 832. The STB 118 also includes a video processor for
processing and providing digital and analog video signaling
to the television set 116 via a cable communication transport
834. A multi-channel tuner is provided for processing video
and data to and from the STB 118 and the server-side head end
system 150, described below.

The STB 118 also includes an operating system 822 for
directing the functions of the STB 118 in conjunction with a
variety of client applications 825. For example, if a client
application 825 requires a news flash from a third-party news
source to be displayed on the television 116, the operating
system 822 may cause the graphics functionality and video
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processor of the STB 118, for example, to output the news
flash to the television 116 at the direction of the client appli-
cation 825 responsible for displaying news items. According
to embodiments, the operating system 822 may include the
bandwidth manager module 175 as described herein.

Because a variety of different operating systems 822 may
be utilized by a variety of different brands and types of set-top
boxes, a middleware layer 824 may be provided to allow a
given software application to be executed by a variety of
different operating systems. According to an embodiment,
the middleware layer 824 may include a set of application
programming interfaces (APIs) that are exposed to client
applications 825 and operating systems 822 that allow the
client applications to communicate with the operating sys-
tems through common data calls understood via the API set.
As described below, a corresponding middleware layer is
included on the server side of the CATV system 800 for
facilitating communication between the server-side applica-
tion server and the client-side STB 118. The middleware layer
842 of the server-side application server and the middleware
layer 824 of the client-side STB 118 may format data passed
between the client side and server side according to the Exten-
sible Markup Language (XML).

According to one embodiment, the set-top box 118 passes
digital and analog video and data signaling to the television
116 via a one-way communication transport 834. According
to other embodiments, two-way communication transports
may be utilized, for example, via high definition multimedia
(HDMI) ports. The STB 118 may receive video and data from
the server side of the CATV system 800 via the HFC network
815 through a video/data downlink and data via a data down-
link. The STB 118 may transmit data from the client side of
the CATV system 800 to the server side of the CATV system
800 via the HFC network 815 via one data uplink. The video/
data downlink is an “in band”” downlink that allows for digital
and analog video and data signaling from the server side of
the CATV system 800 through the HFC network 815 to the
set-top box 118 for use by the STB 118 and for distribution to
the television set 116. As is understood by those skilled in the
art, the “in band” signaling space operates at a relative high
frequency, e.g., between 54 and 1000 megahertz. The signal-
ing space is generally divided into 6 megahertz channels in
which may be transmitted as a single analog signal or a
greater number (e.g., ten) of digital signals.

The data downlink and the data uplink, illustrated in FIG. 8,
between the HFC network 815 and the set-top box 118 com-
prise “out of band” data links. As is understand by those
skilled in the art, the “out of band” frequency range is gener-
ally at a lower frequency than “in band” signaling. For
example, the “out of band” frequency range may be between
zero and 54 megahertz. Data flow between the client-side
set-top box 118 and the server-side application server 840 is
typically passed through the “out of band” data links. Alter-
natively, an “in band” data carousel may be positioned in an
“in band” channel into which a data feed may be processed
from the server-side application server 840 through the HFC
network 815 to the client-side STB 118. Operation of data
transport between components of the CATV system 800,
described with reference to FIG. 8, is well known to those
skilled in the art.

Referring still to FIG. 8, the head end 150 of the CATV
system 800 is positioned on the server side of the CATV
system and includes hardware and software systems respon-
sible for originating and managing content for distributing
through the HFC network 815 to client-side STBs 118 for
presentation to customers via televisions 116. As described
above, a number of services may be provided by the CATV
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system 800, including digital and analog video programming,
interactive television services, telephone services, video-on-
demand services, targeted advertising, and provision of infor-
mation content.

The application server 840 is a general-purpose computing
system operative to assemble and manage data sent to and
received from the client-side set-top box 118 via the HFC
network 815. As described above with reference to the set-top
box 118, the application server 840 includes a middleware
layer 842 for processing and preparing data from the head end
of'the CATV system 800 for receipt and use by the client-side
set-top box 118. For example, the application server 840 via
the middleware layer 842 may obtain data from third-party
services 846 via the Internet 120 for transmitting to a cus-
tomer through the HFC network 815 and the set-top box 118.
For example, content metadata a third-party content provider
service may be downloaded by the application server via the
Internet 120. When the application server 840 receives the
downloaded content metadata, the middleware layer 842 may
be utilized to format the content metadata for receipt and use
by the set-top box 118. Therefore, content metadata may be
sent and categorized based on the availability to the custom-
er’s program guide data.

According to one embodiment, data obtained and managed
by the middleware layer 842 of the application server 840 is
formatted according to the Extensible Markup Language and
is passed to the set-top box 118 through the HFC network 815
where the XML-formatted data may be utilized by a client
application 825 in concert with the middleware layer 824, as
described above. As should be appreciated by those skilled in
the art, a variety of third-party services data, including news
data, weather data, sports data and other information content
may be obtained by the application server 840 via distributed
computing environments such as the Internet 120 for provi-
sion to customers via the HFC network 815 and the set-top
box 118.

According to embodiments, the application server 840
obtains customer support services data, including billing
data, information on customer work order status, answers to
frequently asked questions, services provider contact infor-
mation, and the like from data services 860 for provision to
the customer via an interactive television session. As illus-
trated in FIG. 8, the services provider data services 860
include a number of services operated by the services pro-
vider of the CATV system 800 which may include data on a
given customer.

A billing system 162 may include information such as a
customer’s name, street address, business identification num-
ber, Social Security number, credit history, and information
regarding services and products subscribed to by the cus-
tomer. According to embodiments, the billing system 162
may also include billing data for services and products sub-
scribed to by the customer for bill processing, billing present-
ment and payment receipt.

A customer information database 868 may include general
information about customers such as place of employment,
business address, business telephone number, and demo-
graphic information such as age, gender, educational level,
and the like. The customer information database 868 may also
include information on pending work orders for services or
products ordered by the customer. The customer information
database 868 may also include general customer information
such as answers to frequently asked customer questions and
contact information for various service provider offices/de-
partments. As should be understood, this information may be
stored in a variety of disparate databases operated by the cable
services provider.
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Referring still to FIG. 8, web services system 850 is illus-
trated between the application server 840 and the data ser-
vices 860. According to embodiments, web services system
850 serves as a collection point for data requested from each
of the disparate data services systems comprising the data
services 860. According to embodiments, when the applica-
tion server 840 requires customer services data from one or
more of the data services 860, the application server 840
passes a data query to the web services system 850. The web
services system formulates a data query to each of the avail-
able data services systems for obtaining any required data for
a requesting customer as identified by a set-top box identifi-
cation associated with the customer. The web services system
850 serves as an abstraction layer between the various data
services systems and the application server 840. That is, the
application server 840 is not required to communicate with
the disparate data services systems, nor is the application
server 840 required to understand the data structures or data
types utilized by the disparate data services systems. The web
services system 850 is operative to communicate with each of
the disparate data services systems for obtaining necessary
customer data. The customer data obtained by the web ser-
vices system is assembled and is returned to the application
server 840 for ultimate processing via the middleware layer
842, as described above.

An authentication system 866 may include information
such as secure user names, subscriber profiles, subscriber
1Ds, and passwords utilized by customers for access to net-
work services. As should be understood by those skilled in the
art, the disparate systems 162, 864, 866, 868 may be inte-
grated or provided in any combination of separate systems,
wherein FIG. 8 shows only one example.

Embodiments the invention may be used in combination
with any number of computer systems, such as in desktop
environments, laptop or notebook computer systems, multi-
processor systems, micro-processor based or programmable
consumer electronics, networked PCs, mini computers, main
frame computers, mobile communication device systems and
the like. Embodiments of the present invention may be uti-
lized in various distributed computing environments where
tasks are performed by remote processing devices that are
linked through a communications network in a distributed
computing environment, and where programs may be located
in both local and remote memory storage.

Embodiments, for example, are described above with ref-
erence to block diagrams and/or operational illustrations of
methods, systems, and computer program products according
to embodiments. The functions/acts noted in the blocks may
occur out of the order as shown in any flowchart or described
herein with reference to FIGS. 1-8. For example, two pro-
cesses shown or described in succession may in fact be
executed substantially concurrently or the blocks may some-
times be executed in the reverse order, depending upon the
functionality/acts involved.

While certain embodiments have been described, other
embodiments may exist. Furthermore, although embodi-
ments have been described as being associated with data
stored in memory and other storage mediums, data may also
be stored on or read from other types of computer-readable
storage media, such as secondary storage devices, like hard
disks, floppy disks, a CD-ROM, or other forms of RAM or
ROM. Further, the disclosed processes may be modified in
any manner, including by reordering and/or inserting or delet-
ing a step or process, without departing from the embodi-
ments.

The foregoing description of the exemplary embodiment of
the invention has been presented for the purposes of illustra-
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tion and description. It is not intended to be exhaustive or to
limit the invention to the precise form disclosed. Many modi-
fications and variations are possible in light of the above
teaching. It is intended that the scope of the invention be
limited not with this detailed description, but rather by the
claims appended hereto.

What is claimed:

1. A method for providing a recommendation to increase a
data transfer rate, the method comprising:

monitoring a utilization of bandwidth for a network sub-

scription at a gateway device;

determining if the utilization of bandwidth exceeds a pre-

determined bandwidth utilization threshold;

if the utilization of bandwidth exceeds a predetermined

bandwidth utilization threshold, determining if addi-
tional bandwidth capacity is available to the gateway
device;

if additional bandwidth capacity is available, analyzing for

certain types of data that are bandwidth intensive;

if bandwidth intensive data is detected, providing a recom-

mendation notification to a subscriber of the network
subscription via the gateway device to temporarily
increase the amount of bandwidth associated with the
network subscription to increase the data transfer rate;
and

in response to providing the recommendation notification

to the subscriber via the gateway device, providing a
user interface with multiple data transfer rate options
selectable by the subscriber for additional bandwidth
and with multiple time durations selectable by the sub-
scriber for a selected data transfer rate.

2. The method of claim 1, wherein monitoring the utiliza-
tion of bandwidth for a network subscription comprises
monitoring a utilization of bandwidth during a data transfer
activity.

3. The method of claim 2, wherein monitoring the utiliza-
tion of bandwidth during a data transfer activity comprises
transmitting a digital bit stream of data over a point-to-point
or a multipoint communication channel.

4. The method of claim 3, wherein determining if the
utilization of bandwidth exceeds a predetermined bandwidth
utilization threshold comprises one or more of:

determining a percentage usage of the amount of band-

width associated with the network subscription during
the data transfer activity exceeds the predetermined
threshold;

determining that the data transfer activity includes a band-

width-intensive data transfer activity; or

determining bandwidth usage during a time period accord-

ing to a subscriber’s usage profile exceeds the predeter-
mined threshold.

5. The method of claim 1, wherein determining if the
additional bandwidth capacity is available comprises one or
more of:

determining if a next service tier including an additional

bandwidth amount is available; or

determining if an amount of bandwidth shared with other

subscribers is available to allocate to the subscriber.

6. The method of claim 1, wherein providing the recom-
mendation notification to a subscriber of the network sub-
scription to increase the amount of bandwidth associated with
the network subscription to increase the data transfer rate
comprises one or more of:

sending a text message to the subscriber’s mobile commu-

nication device;

sending an email to the subscriber’s email account;

displaying a pop-up window; or
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providing a selectable functionality control displayed in

one or more of:

the user interface;

a third party application window; or

on a web page.

7. The method of claim 6, further comprising receiving the
subscriber’s contact information from a billing system.

8. The method of claim 1, wherein providing the recom-
mendation notification to the subscriber of the network sub-
scription to increase the amount of bandwidth associated with
the network subscription comprises providing one or more
additional bandwidth service tier options.

9. The method of claim 8, further comprising providing a
data transfer rate associated with each additional bandwidth
service tier option.

10. The method of claim 8, further comprising providing
one or more selectable time durations for increasing the
amount of bandwidth associated with the network subscrip-
tion.

11. The method of claim 8, wherein providing one or more
additional bandwidth service tier options includes providing
one or more selectable user interface elements for purchasing
additional bandwidth for an increased data transfer rate.

12. A system for providing a recommendation to increase a
data transfer rate, the system comprising:

a memory storage; and

a processing unit coupled to the memory storage, wherein

the processing unit is operable to:

monitor a utilization of bandwidth for a network subscrip-

tion;

determine if the utilization of bandwidth exceeds a prede-

termined bandwidth utilization threshold;

ifthe predetermined bandwidth utilization exceeds the pre-

determined bandwidth utilization threshold, determine
if additional bandwidth capacity is available;

if additional bandwidth capacity is available, analyze for

certain types of data that are bandwidth intensive;

if bandwidth intensive data is detected, provide a recom-

mendation notification to a subscriber of the network
subscription to temporarily increase the amount of band-
width associated with the network subscription to
increase the data transfer rate; and

in response to providing the recommendation notification

to the subscriber, providing a user interface with mul-
tiple data transfer rate options selectable by the sub-
scriber for additional bandwidth and with multiple time
durations selectable by the subscriber for a selected data
transfer rate.

13. The system of claim 12, wherein the processor is fur-
ther operable to monitor a utilization of bandwidth during a
data transfer activity.

14. The system of claim 12, wherein the processor is fur-
ther operable to determine the utilization of bandwidth
exceeds the predetermined bandwidth utilization threshold
upon determining one or more of:

apercentage usage of the amount of bandwidth associated

with the network subscription during the data transfer
activity exceeds the predetermined threshold;

the data transfer activity includes a bandwidth-intensive

data transfer activity; or

bandwidth usage during a time period according to a sub-

scriber’s usage profile exceeds the predetermined
threshold.

15. The system of claim 12, wherein the recommendation
notification to a subscriber of the network subscription to
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increase the amount of bandwidth associated with the net-
work subscription to increase the data transfer rate comprises
one or more of:

a text message to the subscriber’s mobile communication
device;

an email to the subscriber’s email account;

a pop-up window; or

a selectable functionality control displayed in one or more
of:

the user interface;

an third party application window; or

on a web page.

16. The system of claim 12, wherein the recommendation

notification further comprises providing one or more select-
able user interface elements in the user interface for purchas-
ing additional bandwidth for an increased data transfer rate.

17. A computer readable storage device having computer-

executable instructions for providing a recommendation to
increase a data transfer rate, comprising:

monitoring a utilization of bandwidth for a network sub-
scription during a data transfer activity, wherein the data
transfer activity comprises transmitting a digital bit
stream of data over a point-to-point or a multipoint com-
munication channel;

determining if the utilization of bandwidth exceeds a pre-
determined bandwidth utilization threshold by deter-
mining one or more of:

a percentage usage of the amount of bandwidth associ-
ated with the network subscription during the data
transfer activity exceeds the predetermined threshold;

the data transfer activity includes a bandwidth-intensive
data transfer activity; or

determining bandwidth usage during a time period
according to a subscriber’s usage profile exceeds the
predetermined threshold;

if the utilization of bandwidth exceeds a predetermined
bandwidth utilization threshold, determining:

if additional bandwidth capacity is available, analyzing for
certain types of data that are bandwidth intensive;

if bandwidth intensive data is detected, providing a recom-
mendation notification to a subscriber of the network
subscription to increase the amount of bandwidth asso-
ciated with the network subscription to increase the data
transfer rate, the recommendation notification in the
form of one or more of:

a text message to the subscriber’s mobile communica-
tion device;

an email to the subscriber’s email account;

a pop-up window; or

a selectable functionality control; and

the recommendation notification including:

additional bandwidth service tier options;

a data transfer rate associated with each additional band-
width service tier option;

selectable time durations for increasing the amount of
bandwidth associated with the network subscription;
and

one or more selectable user interface elements for pur-
chasing additional bandwidth for an increased data
transfer rate.

18. A method for providing a recommendation to increase

a data transfer rate, the method comprising:

monitoring a utilization of bandwidth for a network sub-
scription;

determining a usage behavior corresponding with the uti-
lization of bandwidth for the network subscription;
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selecting to perform a task requiring utilization of addi-
tional bandwidth that exceeds the bandwidth utilized
according to the determined usage behavior;

determining if the additional bandwidth capacity is avail-
able;

if the additional bandwidth capacity is available, analyzing
for certain types of data that are bandwidth intensive;

if bandwidth intensive data is detected, providing a recom-
mendation notification to a subscriber of the network
subscription to temporarily increase the amount of band-
width to include the additional bandwidth in order to
complete task;

temporarily increasing the amount of bandwidth to include
the additional bandwidth for only as long as it takes to
perform the task; and

returning to the bandwidth utilized according to the deter-
mined usage behavior as a result of completing the task.

#* #* #* #* #*
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